
LFS A Laser Detector
Telemetric Infrared Laser Detector 105°

Fixed Installations:

Isolated buildings (warehouse, water tower)

Roof-top  (shopping centre, restricted-access site)

Industrial sites

Prisons

Car park surveillance

Airports

Railway sites

Perimeter Intrusion detection systems
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SORHEA has further enriched the field of perimeter security with the integration into 
it’s product range of the LFS A laser detectors.
 
Detection curtain adapted to the protection of façades.
   
105° sweep with a range of up to 160m.
   
 Flexibility in configuration and use.  

FAÇADE PROTECTION
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PARAMÈTRES VALEURS

Product LFS A

Maximum detection range (1) 60 m                 100 m                 130 m                  160 m

Detection angle 105°

Angular resolution 2 milliradians (0,125°)

Scan rate 4 - 5 Hz

Wavelength 905 nm
Laser protection class Class 1 - (1 ANSIZI 36.1 - 99)
Output interface RS 485 Half Duplex / Dry contact
Installation Horizontale or Verticale
Weight 5 Kg 12.5Kg
Dimension 260 x 250 x 150 mm 310 x 220 x 280 mm
Power supply 12 Vdc - 1.8A / 22W 12 Vdc 12.5A / 30W

Protection index IP 67

(1) Detection range of an object with reflectivity > 30%

  ADAPTABILITY:
Choice of detection distance (up to 160m with one detector)
Installation on all kinds of terrain
Possibility of no-detection masks
Configuration of minimum object size to be detected

   RELIABILITY:
The telemetric laser provides a very reliable detection in all weather 
conditions.

   SOFTWARE CONFIGURATION:
Automatic cartography
Configuration and definition of masks
Localisation of intrusion

ADVANTAGES

In order to continuously ensure the 
high standard of quality and perfor-
mance of our products, we reserve 
the right to modify the present tech-
nical data without notification.

TECHNICAL CARACTERISTICS

Seal of the retailer


